Technicka inSpekcia, a.s.
Tomasikova 64, 831 04 Bratislava, Slovenska republika

CERTIFICATE
no. 23828/5/2025-CERT-01 .‘

Technicka inSpekcia, a. s. issues this certificate according to the standard
API STD 6FA, Fifth Edition, May 2020

Manufacturer. DELTA VALVES S.r.|
Address: Via per Mesero, 6 - 20010 Ossona (MI) - Italy

Tested valve:

- Type of valve: Gate Valve

- Design standard: APl 6D

- Material of body-bonnet: ASTM A216 WCB
Stem: ASTM A182 F6a CL2; Wedge-seat : ASTM A105+13Cr
Body gasket: Flexible Graphite + 304;
Bolt: ASTM A193 B7,
Nut: ASTM A194 2H

- Pressure rating/nominal size: Class 300/ NPS 2

- Drawing: 2"Z40H-300LB-00

Qualified range:
.- Type of valve: Globe Valve
= Design standard: API 6D
- Range ofsize (NPS): 27:21/27;3"7;4”
~ Range of pressure rating: Class 300; 600
= Body material: low alloy and carbon steel
- Non-metallic materials: same as tested valve
- Closure bolting material: low alloy, stainless steel, nickel - alloy

Certificate issued on basis: Certificate and Test report of fire test of valve no. 286054
issued by TUV SUD Industrie Service GmbH_Floor 3-13,
No.151, Heng Tong Road, Shanghai

Technicka inSpekcia, a. s. after review of test report of fire test executed

declares, that

f, i Res It$ and valve meet requirements for fire test according to the standard
i 7 API STD 6FA, Fifth Edition, May 2020

Brat/slava 2"5 December 2025

Ing. Peter Pribula
Director of Technical Department




TS Technicka inSpekcia, a.s.

Tomasikova 64, 831 04 Bratislava, Slovenska republika

CERTIFICATE
no. 23828/5/2025-CERT-02

Technicka inSpekcia, a. s. issues this certificate according to the standard

\ API STD 6FA, Fifth Edition, May 2020
‘\ V\“\ i Manufacturer: DELTA VALVES S.r.|
NN i
\\\\\\\:\\\i o Address: Via per Mesero, 6 - 20010 Ossona (M) - ltaly
\\“-\\\\‘ \'\ g ;
DA
\Q\&% Tested valve:
‘Q\\f%\\\\ - Type of valve: Globe Valve
\\\\\\\ - Design standard: API 6D
\\\\\ - Material of body-bonnet: ASTM A216 WCB

Stemn: ASTM A182 F304; Disc-seat : ASTM A105+13Cr
Body gasket: Flexible Graphite + 304;
Bolt: ASTM A193 B7;
Nut: ASTM A194 2H
- Pressure rating/nominal size: Class 300/ NPS 2
- Drawing: 2"J41H-300LB-00

Qualified range:
- Type of valve: Globe Valve

= Design standard: APl 6D

- Range of size (NPS): 27;21/27;37;4”

- Range of pressure rating: Class 300; 600

- Body material: low alloy and carbon steel and/or with better characteristic
- Non-metallic materials: same as tested valve

- Closure bolting material: low alloy, stainless steel, nickel - alloy

Certi‘:fic‘:a'fe issued on basis: Certificate and Test report of fire test of valve no. 286056
issued by TUV SUD Industrie Service GmbH_Floor 3-13,
No.151, Heng Tong Road, Shanghai

Technicka inSpekcia, a. s. after review of test report of fire test executed

declares, that

Re;s;qlits«;and valve meet requirements for fire test according to the standard
IR API STD 6FA, Fifth Edition, May 2020

AN Bratislava, 2" December 2025 /

Ing. Peter Pribula
Director of Technical Department

 AND43114



